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LISTING OF TKE CLATM.<; 

This listing of claims will replace all prior versions, and listings, of claims in the present 
application. Additions to existing claims axe identified by underliniTif . Deletions to existing 
claims are indicated by s feik e through or [[double brackets]]. 

1.-6. (CanceUed) 

7. (Currently Amended) A method comprising: 

retrieving first network information having interactive elements; 

creating second network infonnation based on the first network information, the 
second network information comprising display information and 
definitions based on characteristics of the interactive elements; 

transmitting the second network information; 

receiving the second network information; 

recomposing the second network information to form third network information, 
the third network information in cluding the interactive elftmfttiK 

8. (Canceled) 

9. (Original) The method according to claim 7, wherein the step of retrieving network 
information includes the substep of: 

accessing the Internet ■ 

10. (Previously presented) The method according to claim 7, wherein the st^ of transmitting 
includes the substep of: 

translating the display information fi-om a first formal to a second foimat. 

11. (Canceled) 
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12. (Original) The melhod according to claim 7. further coruprising the step of: 

receiving user requests related to the definitions. 

13. -49. (Cancelled) 

50. (Cunemly Amended) A system comprising: 

a receiver device for receiving a request for first network information; 
a retrieval device for retrieving first network infoimation having interactive 
elements; 

a second network information creation device for creating second network 

information based on furst network information, the second network 
information comprising display information and definitions based on 
characteristics of the interactive elements; 

a transmitting device for transmitting the second network information; 

a receiving device for receiving the second network information; and 

a recomposing device for reconiposing the second network information to fonn 
third network infonnatibn. the third network mfonnarinT. mr,\«Ai^fr fh, 
interactive elcmento? . 

5l-52.(Canceled) 

53. (Previously Presented) The system accbrding to claim 50. wherein the retrieval device 
includes: 

an accessing device for accessing the Internet. 

54. (Previously Presented) ITie system accdrding to claim 50. wherein the transmitting 
device includes: 

a translation device for translatinjg the display information from a first format to a 
second format. 
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55. (Previously Presented) The system at^cording to claim 50, further comprising: 

a user request receiving devic^ for receiving user requests related to the 

definitions, ' 

! 

56, - 70- (Cancelled) | 

i 

71. (New) A system con^rising: 

a hybrid fiber-coax (HFC) network; I 

a headend connected to the HFC network and:cottfigured to transmit digital video signals over 
the HFC network 

a video server connected to the HFC network knd configured to store video and transmit video 
on demand; 

an Internet access system connected to the het^end and configured to receive first requested 
information, create second requested information based on the first requested 
information, and transmit the second rclquested infoimation over the HFC network; 

a user interface device connected to the HFC rJetwork and a display device, the user inlerfece 
device configured to receive digital video signals over the HFC network, receive the 
second requested information from the JntBmet access system over the HFC network, 
perform recomposition on the second requested information to create third requested 
information, and transmit the third requbsted information to a display device; 
wherein the second requested information is created based on a display capability of the display 
device. 

72. (New) The system of claim 7 1 , whereid the user interface device is a set-top box and the 
display device is a television. 

I 

I 

73. (New) The system of claim 71, whereii^the user interface device includes a browser 
client and the Internet access system includes a browser server having a client interfece, 
and wherein the client interface creates the second requested information and transmits 
the second requested infoimation to the browser client. 

i 

\ 
i 
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74. (New) The system of claim 71. wherein the Internet access system is configured to create 
the second requested infonnation by scanning the first requested information for 
interactive elements, removing the interactive elements to create a resulting display 
signal, encoding the interactive elements and encoding the resulting display signal, and 
wherein the second requested information includes the encoded interactive elements and 
flie encoded resulting display signal. 

75. (New) The system of claim 74. wherein the encoded interactive elements are encoded as 
HypcrText Markup Language (HTML) definitions and the encoded resulting display 
signal is encoded as at least one MPEG l-fi^me. 

76. (New) The system of claim 71, wherein the first requested information comprises a Web- 
based service accessible via a Uniform Resource Locator. 

77. (New) The system of claim 71, wherein the display capability ts at least one of a 
resolution of the display and a color capability of the display. 



78. 



79. 



80. 



(New) The system of claim 71, wherein the Internet access system is flirther configured 
to store session intbnnation, wherein the session information includes a current state of a 
current session with the user interface device, receive bookmark requests firom the user 
interface device and set a bookmark that permits a user to access the current session at the 
current state on an alternate display device different than the display device. 

(New) The system of claim 78, wherein the user interface device is fiirther configured to 
transmit state change information to the Internet access system and transmit bookmark 
requests to the Internet access system. 

(New) The system of claim 78, wherein the Internet access system includes a browser 
server and an Internet server, wherein the Internet server stores the bookmark. 
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(New) ITie system of claim 78, wherein the Internet access system includes a browser 
server and a database, wherein the database stores the bookmark- 

(New) The system of claim 71, wherein the Internet access system is further configured 
to store user preference information, wherein the user preference information includes at 
least one of recently accessed pages and jfirequently accessed pages. 
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